Hundreds of colours and fabrics in every style to choose from!

Visions Transitional

Cellular/Honeycomb Day/Night
Allusions Sheer Elements

Panel Tracks
an easy way to decorate or divide a room

PVC & Fabric Verticals

COUNTRY LANE KITCHENS
121 Jasper St. Maple Creek, Sk. #306-662-3190
email - sales@countrylanekitchens.com

Roller Shades
sun control skylight

A few tips for when you are
shopping for new blinds
Blinds generally come in either a
Light Filtering (lets light in but you will still have some privacy)
or a Room Darkening style.
When looking at your window, think about what you need your blinds to do.
Do you need to sleep during the day? Keep glare off computer or TV screens?
Keep your room cool? Something that is easy to clean? Do you need privacy?
Note: When considering the above, also take note of
which direction the window faces (N, S, E, W).

There are 2 ways you can mount your blinds to your window
Inside mounts are mounted inside the window frame and your frame will show around the blind.
Depending on the style of blind they can require anywhere from 2“ to 4” of depth to be
mounted inside.
Also, take note of any cranks, handles and how the window opens as it may
interfere with the blind opening and closing properly.

Outside mounts are mounted above the window and cover the window frame.
Look around the window and see if there would be any obstacles in the way
that may interfere with the blind (furniture, corners etc.).
Should you have any questions or concerns we will be happy to go
over them with you to help you find your perfect blind.

How to measure your window
Blinds may be mounted as either as an inside mount or as an outside mount.
Inside mounts are mounted inside the window frame and depending
on the style of blind may require anywhere from 2” – 4” of Depth.
Outside mounts are mounted above the window frame
and will cover the frame of the window.

With a steel tape take the following measurements:
Inside Mount Width: Measure the exact width of the window opening in three

places (top, center, and bottom) and record the narrowest measurement.
It may help to also to note the measurement of the glass itself as there will always
be a gap between the window frame and the blind fabric and you want to ensure
that the glass will be covered. Length: Measure exact length of window opening.

Outside Mount Width and Length: Measure from the outside edge of the window
frame to the outside edge for both width and length.

Depth: Measure the depth of the window frame. Make note of any cranks, handles,
etc. that may interfere with the blind operating properly.

•
•
•

Please Remember
Bring in your exact window measurements; do not take any deductions as this
will be done at the manufacturer if needed.
Do not use the measurements of your current blinds for ordering new blinds.
If you feel that there may be some challenges to installing blinds on a particular
window, please take a few pictures of your window to bring in with you.
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